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BPZ400/BPZ400i

FCC COMPLIANCE STATEMENT

FOR AMERICAN USERS

Federal Communication Commission Interference Statement

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to
Part 15 Subpart B of the FCC Rules. These limits are designed to provide reasonable protection against harmful
interference in a residential installation. This equipment generates, uses and can radiate radio frequency
energy and, if not installed and used in accordance with the instructions, may cause harmful interference

to radio communications. However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the interference

by one of the following measures:

o] Reorient or relocate the receiving antenna.

0 I ncrease the separation between the equipment and receive
0 Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

0 Consult the dealer or an experienced radio/ TV technician

This device complies with Part 15 Subpart B of the FCC Rules. Operation is subject to the following two conditions:
() This device may not cause harmful interference, and (2) this device must accept any interference received,

including interference that may cause undesired operation.

FCC Caution: Any changes or modifications not expressly approved by the party

responsible for compl i an ctetoaperatd thds equiprnetit. t he user 6s autho

TO WHICH THIS DECLARATION RELATES

IS IN CONFORMITY WITH THE FOLLOWING STANDARDS

FCC CFR Title 47 Part 15 Subpart B:2015 Class B,CISPR 22:2008 ANSI C63.4: 2014 ICES-003 Issue 6:2016, Class B
IEC 60950-1:2005(Second Edition)+Am1:2009+Am2:2013

UL 60950-1 & CAN/CSA C22.2 No. 60950-1-07, (Information Technology Equipment - Safety - Part 1: General Requirements



EMS AND EMI COMPLIANCE STATEMENT

FOR EUROPEAN USERS

This equipment has been tested and passed with the requirements relating to electromagnetic compatibility
based on the standards EN55032:2012+AC:2013 Class B, EN61000-3-2:2014, EN61000-3-3:2013

, IEC 61000-4 series The equipment also tested and passed in accordance with the European Standard

EN55022 for the both Radiated and Conducted emissions limits.

TO WHICH THIS DECLARATION RELATES
IS IN CONFORMITY WITH THE FOLLOWING STANDARDS
EN60950-1:2006+A11:2009+A1:2010+A12:2011+A2:2013

EN55022:2010+AC:2011 Class B EN55024:2010+A1:2015

EN55032:2012+AC:2013 IEC61000-4-2 Ed. 2.0:2008
EN61000-3-2:2014 IEC61000-4-3 Ed. 3.2:2010
EN61000-3-3:2013 IEC61000-4-4 Ed. 3.0:2012
AS/NZS CISPR 22:2009+A1:2010 IEC61000-4-5 Ed. 3.0:2014

IEC61000-4-6 Ed. 4.0:2013
IEC61000-4-8 Ed. 2.0:2009
IEC61000-4-11 Ed. 2.0:2004



UCTIONS Please read the following instructions carefully.

Keep the equipment away from humidity.

Before you connect the equipment to the power outlet, please check the
voltage of the power source.

Make sure the printer is off before plugging the power connector into
the power jack.

It is recommended that you connect the printer to a surge protector to
prevent possible transient overvoltage damage.

Be careful not to get liquid on the equipment to avoid electrical shock.
For safety and warranty reasons, ONLY qualified service personnel
should open the equipment.

Do not repair or adjust energized equipment under any circumstances.

ON

Danger of explosion if battery is incorrectly replaced. Replace only with the equivalent
type recommended by the manufacturer.

Dispose of used batteries accordingtothemanuf act urer 6s instruct
Only use with designated power supply adapter model.

Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

Speci ficatione aehangebwethott notice



1. Barcode Printer

14dBox Content

Pl ease check that allrefinkbéudeldl owwit mgyiouempranter.

(Package content and Logegpsdmle may vary per

Barcode Printer
BPZ20i BPZ00

B

= Label Stock = USB Cable = Quick Guide

Ribbon =  Power Adapter = CD
(lncluding GolLabel

Power Cord

and umandal

Empty Ribbon Core



1-2Getti KgpoWwo Your Printer
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= Open The Printer Cover

PAPER GUITLC
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RELEASE LEVER FOR PRfA DM
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ADJUSTABLE SENS

PAPER GUI C



2. Printer Setup
221Loading the | abel rol |
This printer supports the following printing methods:

Thermal transfer printing (TTP) Requires aribbon for transferring a printed image to a medium.

Direct thermal printing (DTP) Does not require a ribbon, only thermal paper.

Please check which printing method you are using and alter the settings accordingly in the printer driver, printer menu, and/or

software.





























































































































































































